DX-100 Desktop X-Ray Machine for Orientating Single Crystals with Sample Holders

 DX-100 is a desk-top precision X-Ray machine for determining and inspecting the orientation of all types of single crystal boules or wafers for two theta angle from 10 --140 Deg.  All accessories are included for immediate use. It is an excellent tool for crystal research labs, substrate manufacturers, and wafer quality control facilities

Features:
· Easy to operate:  Any one can learn operation within 10 minutes

· Precision: Can determine crystal orientation accuracy within +/- 15"  ( 0.005 Deg )

· Safe:       Low X-Ray power and automatic shutter and cover to avoid any x-ray radiation.

· Cost effective:  it can work as expensive X-ray diffraction-meter

Specifications:

	Power Supply / Power
	 Input AC 100 - 240V, 60Hz / 250W 

	 X-ray Tube
	 Cu target, air cooling , Cu-Ka  output

	 Max. Tube Current
	 35KV, 5mA  

	 X-Ray Detector
	 Max. Voltage at 1050V

	 Measure Range
	 2 Theta = 10 ~ 140o ;  Theta 10 ~ 70o

	 Reading Display 
	 Digital display with resolution 15"

	 Height Voltage Power Supply  
	 Included in a separated unit which can be placed under table desk

	 Dimension of  X-Ray Machine
	 500 ( L )  x 650  ( W ) x 400 ( H )  mm

	 Dimension of Power Supply Unit
	 500 x 500 x 500 mm

	 Net Weight
	 100 kg (220 lbs)  

	 Shipping Weight :
	 290kg (320lbs)

	 Shipping Size:
	 60" x 45" x 35" ( 1520 x 1150  x 900  mm)

	 Optional
	 extra X-ray tube for replacement  is available at $995/ea
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