  Multi Position Tube Furnace 1200C (1- 2" Diameter) 
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Product Description
· Chamber includes two interchangeable end pieces to accommodate process tubes with 2" O.D (standard) and 1" O.D ( via adaptor included ) 

· Heating elements embedded in ceramic fiber insulation provide rapid chamber heat-up and cool-down. 

· All models shipped complete with power cord. 

· 30 segments programmable digital temperature controller is built in as standard package. 

· The tube furnace can be placed in multi-position: Use furnaces vertically or at an angle to grow electronic crystals for semi-conductor industry. Rotate vertically for sintering applications. 

· You may order  1" dia x 24" length   or 2"dia x 24" length quartz tube and vacuum flanges to make sealed tube furnace ( see related product below ) 
Specification
	Accept Process Tubes
	1” and 2” Dia. (25.4mm and 50.8mm)

	Amps
	6 Amp

	Hertz
	50/60

	Length IC
	12” (30.5mm)

	Constant Temperature Zone
	3.1” (80mm)

	Operating Temp Range 
	100-1200 °C

	Overall Dimensions D*H*W
	10” x 15” x 16” (260mm*380mm*400mm)

	Temperature Controller
	Programmable, 30 Segments

	Input Volts
	110V/220V (Optional)

	Power
	1350 W

	Shipping Weight
	40 Lbs (18kg)

	Warranty
	One year but excluding quartz tube or heating elements
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                                              MTI Corporation
                       860 South 19th Street,

                       Richmond, CA 94804, USA

                        TEL: (510)525-3070     FAX: (510)525-4705

                        Web site:  www.mtixtl.com   E-mail: info@mtixtl.com
