SFM-1 Desk-Top Planetary Automatic Ball Mills with 4 Alumina Tanks

	The SFM-1planetary ball mill is designed for mixing, fine grinding, small sample preparing, new product development and small volume high-tech material production. The product has small volume, complete function, high efficiency and low noise. It is the ideal wet milling facility to acquire research samples for research institutes, universities as well as R&D laboratories. If mated with vacuum ball milling tanks, it can grind samples in vacuum status. The product is extensively used in the fields of Geology, Mining, Metallurgy, Electronics, Construction Material, Ceramics, Chemical Engineering, Light Industry, Medicine, and Environmental Protection etc. 
The SFM-1ball mill has four ball grinding tanks installed on one turning plate. When the turning plate rotates, the tank axis makes planetary movements and the balls in the tanks grinds and mixes samples in high speed movement. The product can smash and blend various products of different materials and granularity with dry or wet methods. Minimum granularity of grinded products can be as small as 0.1 micron.
Complete package includes four 500 ml alumina jar and 32 ZrO2 (YSZ)  balls with various size are included (8 balls per jar)for immediate use
	





Specifications

	 Voltage
	 AC 208-240V   , 50 / 60Hz,  single phase

	 Power
	 500W

	 Speed Adjustment
	 Variable by changing frequency of AC motor

	 Rotary Rate
	Main plate rotation in cycle:                   30-350 rpm

Mixing tank rotation in its selves:           60-700 rpm

	 Digital display
	· Digital display the speed in RPM 

· Timer controls major platen's running time from 1 to 999 minutes 

· Timer control tank rotation time from clockwise to anticlockwise direction:  1- 99 minutes

	 Dimension
	 450 x 490 x 530 mm 

	 Net Weight
	 55 kg  

	Tank (Jar) 
	· Four 500 ml Alumina jars are included 

· 32 ZrO2(YSZ) balls with various size are included  ( 8 balls per jar)
    

                

               

                        500 ml Alumina Jar (Included)            4-pcs o-rings                      500ml SS jar( Optional) 

· Alumina jars and vacuum stainless steel jar without vacuum  are available up to 500 ml  at extra cost ( click above picture to enlarge)

	Shipment Dimension 
	 45" x30" x 38"

	Shipment weight
	 180 Lbs 
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