SYJ-150 Digital Display Low Speed Diamond Saw with complete accessories

SYJ-150 low speed diamond saw is perfect tool for cutting / dicing / slicing all kinds of materials, especially for brittle crystals, ceramics, and TEM samples.  MTI has tried every effort to make the low speed diamond saw at such high quality and low price. It makes every research lab affordable. 
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Typical Specifications
· Speed range: varies from 0 - 600 rpm DC with digital display         
· Power: 110 and 220 AC switch-able for worldwide use. 
· High toque DC motor to allow multi-blade cutting. 
· Position accuracy: 0.005mm 
· Max. travel distance: 25 mm by LCD digital micrometer ( 50 mm with adjusting sample holder) 
· LCD digital micrometer with reading to 0.001 mm and accuracy of 0.003 mm
· Max wheel saw: 4" diameter 
· Automatic shut off: allow the saw to run unattended.
· All accessories are included for immediate use:
· Three 4”x 0.35 mm x 0.5” arbor cutting blades:  Diamond, SiC, and Alumina for cutting all materials 
· Three sets of blade flanges: diameter at 35 mm, 46mm, and 62 mm
· Aluminum and graphite sample holder
· Wax and cutting coolant
· Package dimension: 19" x 15" x 15" 
· Shipping weight: 38 lbs
· Warranty: one year for all parts 
We always keep this machine in stock for immediate delivery.  

For more information, please visit our website.
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MTI Corporation

2700 Rydin Road, Unit D, Richmond, CA 94804, USA

Tel: 510-525-3070     Fax: 510-525-4705      E-mail:  info@mtixtl.com       Website:  www.mtixtl.com
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